










Fixed Height Support Stands

•   Casters do not change overall height
•   Metric fasteners

Single Post 
Support Stand

Pillar Stand  
(must be secured 

to floor)

Fixed Foot Model 
Stand Width (WW)  	 12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	 in 02 increments up to...	 48

Stand Height (HH) 	 06 – 08”	 in 1” (25) increments up to...	 12 – 14”
	 (152-203mm)		  (305-356mm)

Part # Reference 	 0608	 in 0101 increments up to	 1214

Swivel Locking Caster Model
Stand Width (WW)  	 12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	  in 02 increments up to...	 48

Stand Height (HH) 	 11 – 13”	 in 1” (25) increments up to...	 17 – 19” 
	 (279-330mm)		  (432-483mm)

 Part # Reference 	 1113	 in 0101 increments up to...	 1719

Fixed Foot Model
Stand Width (WW)  	 12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	 in 02 increments up to...	  48

Stand Height (HH) 	 12-13”	 13-15”	 14-17”	 16-21”	 19-26”	 24-36”	 30-48”	 42-60”*	 54-72”*	 66-84”*	 78-96”*
	(305-330)	 (330-381)	 (356-432)	 (406-660)	 (483-686)	 (610-914)	 (762-1219)	 (1067-1524)	 (1372-1829)	 (1676-2134)	 (1981-2438)

Part # Reference 	 1213	 1315	 1417	 1621	 1926	 2436	 3048	 4260	 5472	 6684	 7896

Swivel Locking Caster Model
Stand Width (WW)  	 12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	 in 02 increments up to...	  48

Stand Height (HH)  	 17-18”	 18-20”	 19-22”	 21-26”	 24-31”	 29-41”	 35-53”	 47-65”*	 59-77”*
	(432-457)	 (457-508)	 (483-559)	 (533-660)	 (610-787)	 (737-1041)	 (762-1346)	 (1194-1651)	 (1499-1956)

Part # Reference 	 1718	 1820	 1922	 2126	 2431	 2941	 3553	 4765	 5977

WW

HH

STANDARD SIZES 
Stand Width (WW)  	 1.75”	 2.75”	 3.75”	 5”	 6”	 8”	 10”	 12”	 14”	 16”	 18”

	 (44)	 (70)	 (95)	 (127)	 (152)	 (203)	 (254)	 (305)	 (356)	 (406)	 (457)

Part# Reference 	 02	 03	 04	 05	 06	 08	 10	 12	 14	 16	 18

Stand Height (HH) 	 16 - 26	 24 - 34	 32 - 42	 40 - 50	 48 - 58
	 (406-660)	 (610-864)	 (813-1067)	 (1016-1270)	 (1219-1473)

Part# Reference 	 16	 24	 32	 40	 48

Base Diameter (BD) 	 24 (610)	 27 (686)	 30 (762)	 33 (838)	 36 (915)

•   Metric fasteners
•   4” (102 mm) Height Adjustment

* Dependent on stand width, 
  stands over 42” (1067 mm)
  may include outriggers

•   Metric fasteners

* Dependent on stand width, 
  stands over 42” (1067 mm) tall
  may include outriggers 

Fixed Foot Model 
Stand Width (WW)  	 12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	 in 02 increments up to... 	 48

Stand Height (HH)* 	 15 – 19”	 in 1” (25) increments up to...	 95 – 99”
	 (381-483mm)	  	 (2413-2515mm)

Part # Reference 	 1519	 in 0101 increments up to...	 9599

Swivel Locking Caster Model 
Stand Width (WW)  	 12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	  in 02 increments up to...	  48

Stand Height (HH)* 	 20 – 24” 	 in 1” (25) increments up to... 	 68 – 72” 
	 (508-610mm)		  (1727-1829mm)

Part # Reference 	 2024	 in 0101 increments up to...	 6872
Full width top plate on 
12” wide stands only

Full width top plate on 12” wide stands only

WW

HH

WW

HH
BD

Adjustable Height Support Stands

Single Post & Pillar Support Stands

Short Support Stands

WW

HH

HH

WW

WW + 4.4 (112)

Full width top plate on 12” wide stands only
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•   Metric fasteners

Note:  Do not use with support stands equipped with casters.  Support Stands 
must be anchored to the floor. Do not use if conveyed product overhangs the edge 
of the conveyor belt due to pinch point created.

Minimum Tier Height Per Conveyor

Flat Belt 12” (305mm)

Cleated Belt 15” (381mm)

Fixed Foot Model 
Stand Width (WW)  	1.75” (44mm)	2.75” (70mm)	3.75” (95mm)	 5” (127mm)	 6” (152mm)	 2” (51) increments up to...	 48” (1219mm)

Stand Width Reference 	 02	 03	 04	 05	 06	 02 increments up to...	 48

Top Of Belt Range 	 7 - 19”	 12 - 31”	 12 - 43”	 12 - 55”	 12 - 67”	
(179-483mm)	 (305-787mm)	 (305-1097mm)	 (305-1397mm)	 (305-1702mm)

Stand Height Reference 	 0719	 1231	 1243	 1255	 1267

Swivel Locking Caster Model 
Stand Width (WW)  	1.75” (44mm)	2.75” (70mm)	3.75” (95mm)	 5” (127mm)	 6” (152mm)	 2” (51) increments up to...	 48” (1219mm)

Stand Width Reference 	 02	 03	 04	 05	 06	 In 02 increments up to...	 48

Top Of Belt Range 	 12-19”	 17-31”	 17-43”	 17-55”	 17-67”
	(305-483mm)	 (432-787mm)	 (432-1097mm)	 (432-1397mm)	 (432-1702mm)

Stand Height Reference 	 1219	 1731	 1743	 1755	 1767

Base
Stand Width (WW)  	12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	  02 increments up to...	 48

Stand Height (HH) 	12” (305mm)	 2” (51) increments up to...	 60” (1524mm)

Part # Reference 	 1212	 0002 increments up to...	 1260

Tier
Stand Width (WW)  	12” (305mm)	 2” (51) increments up to...	 48” (1219mm)

Part # Reference 	 12	  02 ncrements up to...	 48

Stand Height (HH) 	12” (305mm)	 1” (25) increments up to...	 36” (914mm)

Part # Reference 	 0712	 0001 increments up to...	 0736

Full width top plate on 12” wide stands only

WW

WW + 9.2 (234)

WW

HH

WW + 8.2 (208)

Tier

WW

HH

WW + 8.2 (208)

Base

Fully Adjustable Support Stands

Multi Tier Stands
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Common Mount Kit

•   Stand accessory for mounting multiple conveyors in parallel to one stand

Diagonal Bracing

•   For use on steel, aluminum and single post support stands with casters
•   Metric fastener mounting hardware included
•   For use on all stands with casters and any stands over 72” (1829 mm) tall
•   One brace per stand for conveyors up to 24” wide (610 mm)
•   Two braces per stand for conveyors over 24” wide (610 mm)

Part Number Description

710046
710047
710247

for two-legged H style stands up to 30” tall (762 mm)
for two-legged H style stands over 30” tall (762 mm)
for Single Post and Pillar stands over 30” tall (762 mm)

Adjustable Tie Bracket

•   Compatible with steel and aluminum support stands

•   Secure critical stand and conveyor locations

•   Length (L) adjusts + 0”, - 11.25” (286 mm)

•   Includes metric mounting hardware

Part Number Description

27M400-02
27M400-03
27M400-04
27M400-05
27M400-06

Adjustable Tie Bracket, 2’ (610 mm)
Adjustable Tie Bracket, 3’ (914 mm)
Adjustable Tie Bracket, 4’ (1,219 mm)
Adjustable Tie Bracket, 5’ (1,524 mm)
Adjustable Tie Bracket, 6’ (1,829 mm)

Stand Accessories

 
1.3 (33)

1.3
(33)

L + 1.9 (48)

L 0.9 (23)

1.0 
(25)

.28 (7) Diameter
1.5
(38)

0.8
(20)

1.9
(48)

1.0
(25)

.25 (6) Diameter x .75 (19) Long slotted hole

*Adds 2” (51) to stand height
*Adds 2.79” () to overal stand width

Tall Support Stands

Tall Stands are the Fixed Height and Adjustable 

Height Stands as shown with  additional outrigger 

support for added stability. These outriggers are 

required when the height of the stand exceeds 3.5x 

its width, and they add 16” to stand width. Tall stands 

over 6’ tall include diagonal bracing.

Note: Due to the wide variety of conveyor and stand 
options along with possible configurations, stability of 
the final setup is the responsibility of the end user.

Fine Adjustment Kit

•   Provides fine height adjustment via a threaded bolt

•   For use with Fixed Height Stands

Par t #: 710028
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Features and Benefits:
• Compatible with standard Dorner bolt-on profiles

• Easily adjusts for quick product change over

• Attach additional guides to create multiple lanes

• Create lanes, plows, merges and transfers

Specifications
• UHMW guide surface on an anodized aluminum mounting rail

• Painted Steel mounting hardware

• Available in standard 1’ (305 mm) increments or can be ordered to any length

• 5” (127 mm) maximum, 0.25” (7 mm) minimum part height

• 0.25” (6 mm) minimum lane width

• Package includes one lane guide, mounting hardware and adjusting knobs

• For conveyors up to 24” (610 mm) wide 
 Consult factory for wider lane guide availability

• Metric fasteners only

Note: Due to the wide variety of drive set ups and applications point of installation guarding is the responsibility of the end user.

L

36.0 (914)
Max.

18.0 (457)
Max.

W + 4.8 (122)

1.2 (30) 0.1 (3)

5.0 (127)
Max. Product

9.6 (244) 7.7
(196)

0.8 (20)
W

Important: Exceeding 5” (127 mm) product height will produce a pinch point.

Order 
additional 
lane kits 

separately

Specifications
• 1.25” (32 mm) diameter minimum product transfer for 3200 Series

• Hard coat anodized finish

• Package includes extruded aluminum transfer plate, required 
 pulley tail plates and mounting hardware

• Metric fasteners only

Adjustable Lane Guiding

Pulley Transfer Plate

3.73
(95)

W

3.74
(95)

W

3200 Series
1" (25) 

Transfer Tail

3200 Series
3" (76) 

Transfer Tail

W = Conveyor Belt Width

* Not compatible with clipper splice.
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Note:  Due to the wide variety of drive set ups and applications 
point of installation guarding is the responsibility of the end user.

Features and Benefits:
• Pre-engineered guided turns adjust to a variety of products
• Accepts standard Dorner bolt-on profiles outside of  transfer area
• Place adjusting rods where required
• Easily adjusts for quick product change-over
• Metric fasteners only

Specifications
• For conveyors up to 12” (305 mm) wide
• Requires low side conveyors
• 0.25” (6 mm) minimum part thickness
• Hard coat anodized transfer plate
• Painted steel mounting hardware
• 48” (1,219 mm) long UHMW outside turn guide, customer can trim to fit
• Maximum recommended part weight is 20 lbs. (9 kg) at 50 ft/min. 
 (15 m/min.) belt speed.  Consult factory regarding applications for 
 higher  product weights or faster belt speeds
• 1.25” (32 mm) minimum product size for 3200 Series
• Package includes outside turn guide, guide wheel, adjustable 
 mounting hardware and extruded aluminum transfer plate

Spring T-nut

•   Mounts in T-slots to attach light weight accessories
•   Recommended for vertical aluminum stand T-slots

Part Number Description

200124  
200124M
200300
200300M

Spring T-nut, .25-20 
Spring T-nut, M6-1.0
Package of 5 Spring T-nuts, .25-20
Package of 5 Spring T-nuts, M6-1.0

T-Slot Extenders

•   Provides additional T-slots to the 
      end of conveyor
•   Includes mounting brackets
      and hardware
•   Metric fasteners

Part Number Description

307000M T-Slot Extender, Pair 

3200 & LPZ Series T-Bars

•   Mounts in T-slots to attach heavy accessories
•   2.63” (67) long 2 hole model, .75” (19) 1 hole model

Part Number Description

639971
639971M
300150
300150M

1 hole T-bar, .25-20 
1 hole T-bar, M6-1.0
2 hole T-bar, .25-20
2 hole T-bar, M6-1.0

T-Slot Cover

•   Snaps into conveyor and 
     aluminum stand T-slots
•   Black plastic extrusion
•   Can be trimmed to fit

Part Number Description

645656P T-Slot Cover, 
Per 1’ (305) of length

.5 (12) Ø x 
12.00 (305) Long
Guide Mount (x2)

.5 (12) Ø x 
4.50 (114) Long

Guide Mount (x2)

W

2.1 (53) Max.

6.0
(152)
Dia.3.1 (79)

2.5
(64) 0.9 (23)

1.0 (25) 0.8 (20)

1.0 (25)

T.O.B.

W = Conveyor Belt Width

Customer to install guiding 
in this area to prevent 
against possible pinch point.
 

Important: Do not use with 03, 08, 55, 62, or 64 High Friction Belts on Infeed conveyor

90˚ Adjustable Transfer

Hardware Accessories

.38
(10)

2.63 (67)

1.88
(48)

.25-20 
(M6-1.0)

.25-20
(M6–1.0)

10.75
(273)

W + 2.25
(57)
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6.00
(152)

W
2.08 (53)

LLLL

5.73
(145)

Supports can be positioned anywhere along table

12 (304) Wide Table

6 (152) Wide Table

LLLL =  1' to 99' (Maximum 8' length single piece)

• Provides a 6” or 12” wide working surface

• Adjusts in/out and up/down (.25” max above bedplate) 
 for product transfer on/off conveyor belts

• Can be positioned anywhere along the conveyor

• Anodized aluminum work surface

• Max load: 5 lbs./ft (6 kg/m), use Adjustable Tie Brackets for added capacity

• Available in 1’ (305 mm) increments from 1’ (305 mm) to 99’ (30,175 mm)

• Compatible with 2200, 3200 and 5200 Series Conveyors

Side Tables

Flared Side Guide

•   Guides parts onto conveyor belt surface
•   Includes metric mounting hardware

Part Number Description

280802M

280803M

280804M

280805M

280806M

2’ (610 mm) Flared Side

3’ (914 mm) Flared Side

4’ (1219 mm) Flared Side

5’ (1524 mm) Flared Side

6’ (1829 mm) Flared Side

Side Guides

Top of Belt

.56 (14)
Top of Belt

W+1.05 (27)

2.75 (70)

 W

W + 4.52 (115)
L

L = Accessory length
W = Conveyor width
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LPZ Horizontal Infeed Chute

For Standard Cleated Belt Conveyors

Part Number Description

38M501 

38M502

38M503

38M504 

1’ (305) Infeed chute, Standard Cleated, for 2’ (610) long section

2’ (610) Infeed chute, Standard Cleated, for 3’ (914) long section

3’ (914) Infeed chute, Standard Cleated, for 4’ (1219) long section

4’ (1219) Infeed chute, Standard Cleated, for 5’ (1524) long section

For Sidewall Cleated Belt Conveyors

Part Number Description

38M601

38M602

38M603

38M604 

1’ (305) Infeed chute, Sidewall Cleated, for 2’ (610) long section

2’ (610) Infeed chute, Sidewall Cleated, for 3’ (914) long section

3’ (914) Infeed chute, Sidewall Cleated, for 4’ (1219) long section

4’ (1219) Infeed chute, Sidewall Cleated, for 5’ (1524) long section

LPZ Chutes

LPZ Hinged Shute Extensions

Part Number Description

38M302 

38M303

38M304

Extensions, 02’ (610 mm) chute 

Extensions, 03’ (914 mm) chute 

Extensions, 04’ (1219 mm) chute

LPZ Backstop for Horizontal Infeed Chute

For Standard Cleated Belt Conveyors

Part Number Description

38M108 

38M112 

38M118

38M124

Backstop, Standard Cleated, 08 conveyor width reference

Backstop, Standard Cleated, 12 conveyor width reference

Backstop, Standard Cleated, 18 conveyor width reference

Backstop, Standard Cleated, 24 conveyor width reference

For Sidewall Cleated Belt Conveyors

Part Number Description

38M408 

38M412

38M418

38M424

Backstop, Sidewall Cleated, 08 conveyor width reference

Backstop, Sidewall Cleated, 12 conveyor width reference 

Backstop, Sidewall Cleated, 18 conveyor width reference

Backstop, Sidewall Cleated, 24 conveyor width reference

3.29
(84)

W - 2.06
(52)

W + 3.14
(80)

3.50
(89)

W = Conveyor Belt Width

L = Chute Length

6.24
(159)L - 2.00

(51)

9.50
(241)

T.O.B.

Adjustable
From 25˚- 40˚

4.70
(119)

L = Chute Length
W = Conveyor Belt Width

3.50
(89)

W + 2.00
(51)

6.20 (157)

T.O.B.

L

W + 3.75
(95)
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Adjustable Stop

•   Slides up and down T-slot length
•   Includes metric mounting hardware

Part Number Description

3076WWM Adjustable Stop

3200 Series End Stop

•	 Includes metric
	 mounting hardware

Part Number Description

3255WWM 3200 End Stop

Table Top Mounting Bracket

•   Includes metric mounting hardware

Part Number Description

200349M Table top bracket

Frame Mount Casters

•   Includes metric mounting hardware

Part Number Description

390207 Frame mount casters, pair

Floor Mount Brackets

•   Includes metric mounting hardware

Part Number Description

390217 Floor mount brackets, pair

Stops

Brackets

W + .98 (25)

1.75 (44)

1.81
(46)

W = Conveyor Belt Width

W + .22
(6)

2.78
(71)

2.50
(64)

.75 (19)

1.62
(41)

.50 (13)

1.50 (38)

.34 dia. (9)

1.38 (35)

2.00 (51)

W + 2.75
(70) 3.00 DIA (76)

3.65
(93)

W

2.00 (51)

.56  DIA
(14) (2x)

3.53 (90) W + 3.56
(90)

W + 4.65
(118)

W

Note:  If the discharge end of conveyor is 
mounted over a table or similar structure,a 
conveyor bottom wiper must be installed to 
prevent against possible pinch point. Order 
bottom wiper separately.

WW = Conveyor Width Reference
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Conveyor No-Load Torques

(T No-load) Average No-load Torque*
for 3200 & LPZ Series Conveyors

110 in-lb
(12 Nm)

120 in-lb
(13 Nm)

130 in-lb
(14 Nm)

140 in-lb
(15 Nm)

150 in-lb
(16 Nm)

160 in-lb
(17 Nm)

180 in-lb
(20 Nm)

200 in-lb
(23 Nm)

10 in-lb
(1.1 Nm)

13 in-lb
(1.5 Nm)

8 in-lb
(.9 Nm)

30 in-lb
(3.3 Nm)

15 in-lb
(1.7 Nm)

25 in-lb
(2.8 Nm)

35 in-lb
(3.9 Nm)

38 in-lb
(4.2 Nm)

240 in-lb
(27 Nm)

7 in-lb
(.8 Nm)

4"
(102)

6"
(152)

8"
(203)

10"
(254)

12"
(305)

18"
(457)

24"
(610)

30"
(762)

36" 48"
(914) (1,219)

Conveyor Belt Width

=  Torque requirements for 
unloaded Center Drive Conveyors

=  Torque requirements for 
unloaded End Drive & Cleated Conveyors

220 in-lb
(25 Nm)

40 in-lb
(4.4 Nm)

 

Note: The torque required to overcome the conveyor’s initial startup inertia may 
temporarily exceed the average “no-load” torque by a factor of 2-3 times.

*Stated torques are average values based on Dorner standard belts running at 50 
feet (15 meters) per minute.
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Maximum Conveyor Load, Direction B and C
LPZ & 3200 Series Flat Belt End Drive Conveyors

 

LOAD
lbs (Kg)

WIDTH
0

400
(181)

300
(136)

200
(90)

100
(45) 4" (95)

wide

6" (152)
wide

8" (203)
wide

10"
(254)

through
48"

(1219)
wide

 
 

 

Maximum Conveyor Load, Direction A and D
LPZ & 3200 Series Flat Belt End Drive Conveyors

LOAD
lbs (Kg)

WIDTH
0

400
(181)

300
(136)

200
(90)

100
(45)

4" (95)
wide

6" (152)
wide

8" (203)
wide

10"
(254)

through
48"

(1219)
wide

 

 
Maximum Conveyor Load, Direction A and D
LPZ & 3200 Series Center Drive ConveyorsLOAD

lbs (Kg)

LENGTH  ft (meters)

1000
(454)

900
(409)

800
(362)

700
(318)

600
(271)

10
(3)

20
(6)

30
(9)

40
(12)

50
(15)

500
(227)

400
(181)
300

(136)

200
(90)

100
(45)

60
(18)

70
(21)

80
(24)

90
(27)

100
(30)

26"-48" wide

18"-24" wide

12"-16" wide

10" wide

8" wide

6" wide

4" wide

 LPZ Load to Incline

Angle
of

Incline

Belt Tension
(Torque)

Maximum 
Conveyor Load 
Dircetion A & D

Maximum 
Conveyor Load 
Dircetion B & C

in.-lbs. Nm lb kg lb kg

25˚ 50 5.6 75 34 25 11

30˚ 60 6.8 100 45.4 33 15

35˚ 70 7.9 100 45.4 33 15

40˚ 80 9.0 100 45.4 33 15

45˚ 80 9.0 100 45.4 33 15

50˚ 80 9.0 100 45.4 33 15

55˚ 80 9.0 100 45.4 33 15

60˚ 80 9.0 100 45.4 33 15

This chart provides maximum recommended belt tension torque
and maximum conveyor loads for different angles.

Conveyor Load
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