


Common Mount Kit  (6200 Series Only)

 •   Stand accessory for mounting multiple conveyors in parallel to one stand
 •   Not for use with 4100 Series - see Gang Drive Mounting Package on Page 40

Diagonal Bracing  (6200 Series Only)

•   For use on steel, aluminum and single post support stands with casters
•   Metric fastener mounting hardware included
•   For use on all stands with casters and any stands over 72” (1829 mm) tall
•   One brace per stand for conveyors up to 24” wide (610 mm)
•   Two braces per stand for conveyors over 24” wide (610 mm)

Part Number Description

710046
710047
710247

for two-legged H style stands up to 30” tall (762 mm)
for two-legged H style stands over 30” tall (762 mm)
for Single Post and Pillar stands over 30” tall (762 mm)

Adjustable Tie Bracket

•   Compatible with steel and aluminum support stands

•   Secure critical stand and conveyor locations

•   Length (L) adjusts + 0”, - 11.25” (286 mm)

•   Includes metric mounting hardware

Part Number Description

27M400-02
27M400-03
27M400-04
27M400-05
27M400-06

Adjustable Tie Bracket, 2’ (610 mm)
Adjustable Tie Bracket, 3’ (914 mm)
Adjustable Tie Bracket, 4’ (1,219 mm)
Adjustable Tie Bracket, 5’ (1,524 mm)
Adjustable Tie Bracket, 6’ (1,829 mm)

Bottom Mount Stand Bracket

•   Bolts to 90˚ standard load gearmotor

•   Includes metric mounting hardware

Part Number Description

699702M
6997WWM

“L” Bracket only, for 2” to 5” wide conveyors.
 Bracket Assembly, 06 and wider 2200 conveyors.

Stand Accessories
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*Adds 2” (51 mm) to stand height
*Adds 2.79” (71 mm) to overall stand width

Tall Support Stands

Tall Stands are the Fixed Height and Adjustable 

Height Stands as shown with additional outrigger 

support for added stability. These outriggers are 

required when the height of the stand exceeds 3.5x 

its width, and they add 16” to stand width. Tall stands 

over 6’ tall include diagonal bracing.

Note: Due to the wide variety of conveyor and stand 
options along with possible configurations, stability of 
the final setup is the responsibility of the end user.

Fine Adjustment Kit

•   Provides fine height adjustment via a threaded bolt

•   For use with Fixed Height Stands

Par t #: 710028
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Note: Due to the wide variety of drive set ups and applications point of installation guarding is the responsibility of the end user.

Mounting Clips

•   For easy mounting of light weight accessories
•   Fasteners not included

Part Number Description

450186M 6200 Series Mounting Clip

Hardware Accessories

1.25 (32)

.88 (22)

M6 - 1.0

.56 (44)

.44 (11)

.10 (3)

End Stop

•   Includes metric mounting hardware   

Part Number Description

4555WW 6200 Series End Stop

Table Top Mounting Bracket

•   Includes metric mounting hardware

Part Number Description

493001M 6200 Series table top bracket

Stops

Brackets

Note:  If the discharge end of conveyor is 
mounted over a table or similar structure, a 
conveyor bottom wiper must be installed to 
prevent against possible pinch point. Order 
bottom wiper separately.
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.44 (11) W

.76 (19)
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.75 (19)

.13 (3)
.77 (20)

WW = Conveyor Width Reference
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Service Accessories

Tool Kit

Part Number Description

4500
6500M

Tool Kit, 4100 Series
Tool Kit, 6200 Series

Support Block

•   For 4100 and 6200 Series Gang Drive Conveyors

Part Number Description

43-33 Support Block,
.38 Hex Shaft

Solid Coupling, Hex to Hex

•   Includes metric set screws

Part Number Description

210064M Solid Coupling, .38 Hex to Hex

Hex Shaft

Part Number Description

23-24SS .38” Hex Shaft, stainless 
steel, 48” (1,219) long

631418 .38” Hex Shaft, stainless
steel, 72” (1,829) long

Flexible Coupling

•   (A) Includes SAE set screws, (B & C) metric set screws. 

Part Number Description Coupling

23-27
23-28
23M29
23M30
23M31

Flexible Coupling, .50” bore x .38” hex
Flexible Coupling, .63” bore x .38” hex
Flexible Coupling, 12mm bore x .38”  hex
Flexible Coupling, 19mm bore x .38”  hex
Flexible Coupling, 12mm bore x 12mm bore

A
A
B
A
B

Clear Cover

•   Fits 4100 and 6200 light load top mount and
     standard and heavy load top and bottom 
     mount packages

Part Number Description

689498M

689499M

Clear cover,
ordered with mounting package
Clear cover,
ordered separately

Drive Shaft Accessories
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Grease Sleeves

Part Number Description

622223
618898
200398M
200399M

Sleeve, 4100 Series, Straight
Sleeve, 4100 Series, 90˚
Sleeve, 6200 Series, Gang Drive Straight, 90˚
Sleeve, 6200 Series, Gang Drive Straight

Grease Adapter

Part Number Description

45-12
200046M

Adapter, 4100 Series
Adapter, 6200 Series Gang Drive
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30 in-lb
(3.4 Nm)

(T No-load) Average No-load Torque*
for 4100 & 6200 Series Conveyors

9 in-lb
10 in-lb

11 in-lb
12 in-lb

15 in-lb

20 in-lb

23 in-lb

25 in-lb

4 in-lb
5 in-lb

6 in-lb
7 in-lb

8 in-lb

10 in-lb

12 in-lb

14 in-lb

15 in-lb

(1.0 Nm)
(1.1 Nm)

(1.2 Nm)
(1.4 Nm)

(1.7 Nm)

(2.3 Nm)

(2.6 Nm)

(2.8 Nm)

(0.5 Nm)
(0.6 Nm)

(0.7 Nm)
(0.8 Nm)

(0.9 Nm)

(1.1 Nm)

(1.4 Nm)

(1.5 Nm)

(1.7 Nm)

1.75"
(44)

2.75"
(70)

3.75"
(95)

5"
(127)

6"
(152)

8"
(203)

10"
(254)

12"
(305)

18"
(457)

Conveyor Belt Width

=  Torque requirements for 
unloaded End Drive & Cleated Conveyors

=  Torque requirements for 
unloaded Center Drive Conveyors

1.75"
(44)

2.75"
(70)

3.75"
(95)

5"
(127)

6"
(152)

8"
(203)

10"
(254)

12"
(305)

18"
(457)

Conveyor Belt Width

=  End Drive & Cleated Conveyors
=  Center Drive Conveyors

Maximum Conveyor Load
Direction A and D for 4100 & 6200 Series Conveyors

Maximum evenly distributed load for:

40 lbs

30 lbs

  (18 kg)

 (14 kg)

35 lbs
 (16 kg)

50 lbs
  (23 kg)

60 lbs
  (27 kg)

42 lbs
 (19 kg)

75 lbs
  (34 kg)

50 lbs
 (23 kg)

90 lbs
  (41 kg)

60 lbs
 (27 kg)

105 lbs
  (47 kg)

70 lbs
 (32 kg)

120 lbs
  (54 kg)

80 lbs
 (36 kg)

120 lbs
  (54 kg)

80 lbs
 (36 kg)

80 lbs
 (36 kg)

1.75"
(44)

2.75"
(70)

3.75"
(95)

5"
(127)

6"
(152)

8"
(203)

10"
(254)

12"
(305)

18"
(457)

Conveyor Belt Width

=  End Drive & Cleated Conveyors
=  Center Drive Conveyors

Maximum Conveyor Load
Direction B and C for 4100 & 6200 Series Conveyors
Maximum evenly distributed load for:

 

13 lbs
10 lbs  (6 kg)
 (5 kg)

12 lbs
 (5 kg)

17 lbs
  (8 kg)

20 lbs
  (9 kg)

14 lbs
 (6 kg)

25 lbs
  (11 kg)

17 lbs
 (8 kg)

30 lbs
  (14 kg)

20 lbs
 (9 kg)

35 lbs
  (16 kg)

23 lbs
 (10 kg)

40lbs
  (18 kg)

27 lbs
 (12 kg)

40 lbs
  (18 kg)

27 lbs
 (12 kg)

27 lbs
 (12 kg)

120 lbs
  (54 kg)

40lbs
  (18 kg)

Conveyor No-Load Torques

Note: The torque required to overcome 
the conveyor’s initial startup inertia may 
temporarily exceed the average “no-load” 
torque by a factor of 2-3 times.

*Stated torques are average values based 
on Dorner standard belts running at 50 feet 
(15 meters) per minute.

Maximum Conveyor Load Charts
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