
GAL & GES SERIES
 CONVEYORS

English

Transforming Conveyor 
Automation

Industry Leading 24 hr Service
We can build a conveyor in a single day!



• 5 belt types
• 6 speed ranges
• Frame options:  
 ° Aluminium
 ° Steel   
 ° Stainless Steel

Lightweight Aluminium frame 
for small to medium sized  
parts

GAL-25

Model
Belt width 

in mm
Distance between 

axes in mm
Maximum

weight 
in kg from to from to

GAL-25 60 600 500 6.000 30

GAL-60 200 800 500 6.000 50

GKAL-60 200 800 500 6.000 30

AM-F 152 607 500 6.000 50

GF-80 100 1.400 750 18.000 70

GES-25 50 400 500 6.000 20

GES-50 100 600 500 6.000 30

GF-80-RDG 100 400 750 6.00 50

GES-80-RDG 100 400 750 6.000 50

Models to choose from:
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Robust Steel construction for
heavier loads

GF-80

Stainless Steel frame with
modular round-wire belt for very
hot or sharp-edged parts

GES-80-RDG

Versatile Aluminium conveyor
for a wide variety of  
applications

GAL-60

Compact Stainless Steel  
frame for lighter loads

GES-25

With hopper and cross slats
for product elevation

GKAL-60

Versatile Stainless Steel  
conveyor for high hygienic 
demands

GES-50

Aluminium frame with plastic
modular chain

AM-F

Steel frame with modular round-
wire belt for very hot or sharp-
edged parts

GF-80-RDG
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